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Established in the year 2004 “Simon Steel (INDIA)” has project based approach, an understanding of customer 

emerged as one of the prominent manufacturers, needs has resulted in winning orders from India and 

Importers, Exporters and suppliers of extensive range of around the world. It s no secret, within short span of time 

metal products in Stainless Steel, Carbon Steel, Alloy we have won the trust of many reputed clients from, Oil & 

Steel & Nickel Alloy. Gas, Energy, Petrochemicals, Engineering and other 

infrastructure industries.
With humble beginning as a small stockist,                  

SSI has had an arduous journey through the decades, 

enriching itself with experience and knowledge that 

today places SSI at the forefront. Behind this 

tremendous growth is the sheer foresight and vision of 

our top management. A committed workforce, 

experienced technical persons, a modern infrastructure 

to handle complex project packages in terms of material 

handling and storage facilities, an automated inventory 

management system, expertise in logistics adds to our 

strength.

Quality is the core objective of our all operations. We 

make sure that our clients get a quality edge in all our 

products. A strong commitment to quality, a complete 

ABOUT US

01



We strive to deliver an unmatched quality range of 

Metal Products to our clients. We bring out the best 

of us to achieve the utmost quality standards. There 

is a team of quality auditors, who put in lots to bring 

forth a qualitative range of products, which is in 

adherence to the global quality standards. They 

make these products to pass through rigorous 

quality tests, so as to avoid the chance of any defect 

in our product range. Our products are tested on 

various internationally accepted parameters, which 

are as follows :

Durability

Strength

Wear & Tear Resistance

Corrosion Resistance

Malleability and Ductility

Quality Policy

As per our corporate philosophy, we will always strive
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STEEL (INDIA) QUALITY ASSURANCE

To improve the internal procedure control and to 

strengthen the communication and management.

Make best of our effort to deliver high value added 

products to broaden the service scope.

To promote wide variety of value added service and to 

make sure all customers ‘requirements are met on 

time.

Promoting technical skill to higher level and 

continuously putting the concept of  “Quality that 

inspires the customer confidence”.
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Chemical Composition of Stainless Steel
Nearest Equivalent 

Specification

410 0.15 1.00 0.04 0.03 1.0 11.50/13.5 0.60 - - 12Cr13 En-56A

416 0.15 1.25 0.06 0.15min 1.0 12.0/14.0 1.25/2.50 - - - -

420 0.15min 1.0 0.04 0.03 1.0 12.0/14.0 0.06 - - - En-56C&D

430 0.12 1.0 0.04 0.03 1.0 16.0/18.0 0.06 - - 07Cr17 En-60

430L 0.03 1.0 0.04 0.03 1.0 16.0/18.0 0.06 - - - -

430F 0.12 1.25 0.06 0.15min 1.0 16.0/18.0 0.60 - - - -

431 0.2 1.0 0.04 0.03 1.0 15.0/17.0 1.25/2.5 - - - En-57

174-PH 0.07 1.0 0.04 0.03 1.0 15.0/17.0 3.0/5.0 - NB :0.15/0.45 - -

AISI C Mn P S Si Cr Ni Mo Other I.S. En'

Grade Max Max Max Max Max Element

201 0.15 5.5/7.5 0.06 0.03 1 16.0/18.0 3.5/5.5 - - - -

202 0.15 7.5/10 0.06 0.03 1 17.0/19.0 4.0/6.0 - - - -

301 0.15 2.0max 0.045 0.040 1.0 16.0/18.0 6.0/8.0 - - 10Cr17Ni7 -

302 0.15 2.0 0.045 0.030 1.0 17.0/190 8.0/10.0 - E-4-3-4% 07Cr18Ni9 En-58A

302HQ 0.03 2.0 0.045 0.03 1 17.0/19.0 9.0/10.0 - CU:3-4.0 - -

303 0.15 2.0 0.045 0.15 min 1.0 17.0/19.0 8.0/10.0 - E-4-1%Max 15Cr18Ni9 En-58M

303EHS 0.15 2.0 0.02 0.3-0.33 1 17.0/19.0 8.0/10.0 - CU:1%Max - -

304 0.08 2.0 0.045 0.030 1.0 18.0/20.0 8.0/10.0 - - 04Cr18Ni10 En-58E

304L 0.030 2.0 0.045 0.030 1.0 18.0/20.0 8.0/12.0 - - 02Cr18Ni11 -

304H 0.05 2.0 0.045 0.03 1 18.0/20.0 8.5/9.5 - CU:-2-2.50 - -

308 0.08 2.0 0.040 0.030 1.0 18.0/21.0 10.0/12.0 - - - -

308LER 0.02 1.5/2.0 0.025 0.02 0.5 19.0/21.0 9.5/11.0 - - - -

309 0.20 2.0max 0.045 0.030 1.0 22.0/24.0 12.0/15.0 - - 20Cr24Ni12 -

309LER 0.03 1.5/2.5 0.02 0.015 0.5 23.0/25.0 12.0/14.0 - - - -

309S 0.08 2.0 0.045 0.030 1.0 22.0/24.0 12.0/15.0 - - - -

310 0.25 2.0 0.045 0.030 1.50 24.0/26.0 19.0/22.0 - - 10Cr25Ni12 -

310S 0.08 2.0 0.045 0.030 1.50 24.0/26.0 19.0/22.0 - - - -

314 0.25 2.0 0.040 0.030 1.5 / 3 25.0/26.0 19.0/22.0 - - - -

316 0.08 2.0 0.045 0.030 1.0 16.0/18.0 10.0/14.0 2.0/3.0 - 04Cr17Ni12Mo2 En 58H

316L 0.030 2.0 0.045 0.030 1.0 16.0/18.0 10.0/14.0 2.0/3.0 - 03Cr17Ni12Mo2 -

316 LER 0.02 1.5/2.0 0.02 0.02 0.5 18.0/20.0 12.0/14.0 2.0/2.75 - - -

316Ti 0.080 2.0 0.045 0.030 1.0 16.0/18.0 10.0/14.0 2.0/3.0 Ti5xCmin - -

317 0.08 2.0 0.045 0.030 1.0 18.0/20.0 11.0/15.0 3.0/4.0 - - -

317L 0.030 2.0 0.045 0.030 1.0 18.0/20.0 11.0/15.0 3.0/4.0 N:0.10/0.22 - -

317LN 0.03 2.0 0.045 0.03 1 18.0/20.0 11.0/15.0 3.0/4.0 N:0.10/0.22 - -

321 0.08 2.0 0.045 0.030 1.0 17.0/19.0 9.0/12.0 - Ti5xCmin 04Cr18Ni10Ti20 En-58C

347 0.08 2.0 0.045 0.030 1.0 17.0/19.0 9.0/12.0 - Nb/Ta10xCmin 04Cr18Ni10Nb-40 En-58G

904L 0.02 2.0 0.045 0.035 1 19.0/23.0 23.0/28.0 4.0-5.0 CU : 1-2 - -

Ferritic

Duplex

1905 0.03 1.2/1.8 0.04 0.03 1.2/2 18.0/19.0 4.3/5.2 2.5/3 N: 0.5/0.10 - -

2205 0.03 2 0.03 0.02 1.0 21.0/23.0 4.5/6.5 2.5/3.5 N : 0.8/0.20 - -

2506 0.08 1.0 0.04 0.03 0.75 26.0/28.0 4/5 1.3/2 - - -

Austentic

Stainless Steel is essentially a low carbon steel which contains chromium at 10% or more by weight. It is this addition of chromium that gives the steel its unique 

stainless corrosion resisting Properties. The corrosion resistance and other useful properties of the steel are enhanced by increased chromium content and the  

addition of other elements such as molybdenum, nickel and nitrogen.
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Stainless Steel: ASTM A403  WP 304/ 304L/ 304H/316/ 

316L/ 317/ 317L/ 321/ 310/ 347/ 904L etc.          

Carbon Steel: ASTM A234 WPB / A420 WPL3/ A420 

WPL6/ MSS-SP-75 WPHY 42/46/52 /56/60/65/70 

Alloy Steel: ASTM A234 WP1/ WP5/ WP9/ WP11/ 

WP22/WP91 

Others: Monel, Nickel, Inconel, Hastalloy, Copper, 

Brass, Bronze, Titanium, Tantalum, Bismuth, 

Aluminium, High Speed Steel, Zinc, Lead, etc.

High Speed Steel, Zinc Lead etc.

Types: Elbow, Tee, Reducer, Return Bends, Stub-Ends, 

Cap, Collar, Cross, etc.

Size: 1/4” NB TO 32” NB. (Seamless & Welded)

Wall Thickness: Sch. 5S To Sch. XXS.

An ISO 9001:2008 Certified Co. 

STEEL (INDIA)

Butt-Weld Screwed & Forged Fittings

Stainless Steel : ASTM A 182 F304/ 304L/ 304H/ 

316/316L/317/317L/321/310/347/904L etc.

Carbon Steel: ASTM A 105 / A694 F42/46/52/ 

56/60/65/70/A350 LF3/ A350 LF2

Alloy Steel: ASTM A182 F1/F5/F9/F11/F22/F91 etc.

High Nickel Alloy: Monel, Nickel, Inconel, Hastalloy, 

Copper, Brass, Bronze, Titanium, Tantalum, Bismuth, 

Aluminium, High Speed Steel, Zinc, Lead, etc.     

Types: Elbow., Tee, Union, Cross, CoupBushing, Plug, 

Swage Nipple, Welding Boss, Hexagon Nipple, Barrel 

Nipple, Parraler Nipple, Parraler Nipple, Street Elbow, 

Hexagon Nut, Hose Nipple, Bend, Adaptor, Insert, 

Weldolet, Elbowlet, Sockolet, Threadolet, Nipolet, 

Letrolet, etc.

Size: 1/4” NB TO 4” NB. (Socketweld & Threaded)

Class : 3000#, 6000#, 9000#

Flanges

Stainless Steel : ASTM A 182 F304/ 304L/ 304H/ 

316/316L/317/317L/321/310/347/904L etc.

Carbon Steel: ASTM A 105 / A694 F42/46/52/ 

56/60/65/70/A350 LF3/ A350 LF2

Alloy Steel: ASTM A182 F1/F5/F9/F11/F22/F91 etc.

High Nickel Alloy: Monel, Nickel, Inconel, Hastalloy, 

Copper, Brass, Bronze, Titanium, Tantalum, Bismuth, 

Aluminium, High Speed Steel, Zinc, Lead, etc.     

Types: Weldneck, Slipon, Blind, Socket Weld, Lap Joint, 

Spectacles, Ring Joint, Oriface, Long Weldneck, Deck 

Flange etc.

Size: 1/4” NB TO 24” NB. 

Class : 150#, 300#, 400#, 600#, 900#, 1500# & 2500#.

FITTINGS & FLANGES
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FLOW CHART

RECEIVING MATERIALS
(PIPES & PLATES)

RECEIVING INSPECTION (MATERIAL IDENTIFICATION & CODING)
( UNIQUE IDENTIFICATION NO. ON EACH

HEAT BASIS & COLOUR CODING OF MA TERIAL)

CODE NO : XXXXXXXX

HEAT NO  : YYYYYYY

WELDED FITTINGS

CUTTING & SHEARING

LONGITUDINAL
BEVELLING

HOT/COLD FORMING
OF FITTINGS

( MAINTAINING UNQUE IDENTIFICATION
NO. ON CUT PROFILE)

SEAMLESS FITTINGS

N.D.E.
( MANDATORY - APPLICABLE AS PER
CODES/STANDARD, SUPPLEMENTRY-
IF ANY AS PER CLIENT'S STANDARD)

END MACHINING
BEVELLING

WELDING

HEAT TREATMENT
(APPLICABLE AS PER CODES)

SHOT BLASTING* OR
PICKLING**
(*CS/LTCS/AS)
(*SS)

MARKING (PRODUCT MARK)

FINAL &
VISUAL INSPECTIONPROTECTIVE COATING

COLOUR CODE &
WITNESS INSPECTION

PACKING INTO
FINISHED PRODUCTS

DESPATCH
(EXPORT/DOMESTIC)

INGOT BILLETS, SLAB, ROUND BAR CHEMICAL ELEMENT ANALIZING EQUIPMENT

SHEAR BANDSAW
CUTTING

GAS
CUTTING

FORGING
(DIES : OPEN OR CLOSE)HEAT TREATMENTINSPECTION

STOCK OF
UNMACHINED

FLANGES

INSPECTIONDRILLINGLATHE MARKING
PACKING INTO

FINISHED PRODUCTS
DESPATCH

(EXPORT / DOMESTIC)

FORGED FLANGE

SCHEMATIC DETAILS 

OF PRODUCTION 

PROCESS FOR 

FLANGES

SCHEMATIC DETAILS 

OF MANUFACTURING 

PROCEDURE  OF 

BUTTWELD 

PIPE FITTINGS

  

STA GE WISE &  ONL INE 

INSPECTION AT EVERY STAGE 

A ND PROCESS B Y 100%

             

NOTE :

UNIQUE IDENTIFICATION 

NO. MAINTAINED AT EACH & 

EVERY STAGE OF PROCESS 

FOR TRACEABILITY BACK TO 

THE STARING RAW MATERIAL.
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ANSI B-16.9, B-16.28
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DT

F

R

090  Elbow
long radius

45  Elbow0 90  Elbow
short radius

0 180  Return
short radius

0
180  Return
long radius

0
Tee equal Cap Stubend

All Dimensions in Millimeters

Nominal
 Pipe Size

Outside
Diameter

Center to CenterCenter to Face
Length 'L'

MSS SP 43 B16.9
Back to Face

INCH MM D
A

R=1.5D B C
N

R=1D E F G R M S
Short

L
Long

L

38.00

29.00

38.00

48.00

57.15

76.00

95.25

114.30

133.35

152.0

190.0

229.0

305.0

381.0

457.0

533.0

610.0

686.0

762.0

838.0

914.0

991.0

1067.0

1143.0

1219.0

1295.0

1372.0

16.0

11.0

22.0

25.0

29.0

35.0

44.0

51.0

57.0

64.0

79.0

95.0

127.0

159.0

190.0

222.0

254.0

286.0

318.0

343.0

381.0

405.0

438.0

470.0

502.0

533.0

565.0

25.0

29.0

38.0

48.0

57.0

64.0

76.0

86.0

95.0

105.0

123.0

143.0

178.0

216.0

254.0

279.0

305.0

343.0

381.0

419.0

432.0

495.0

521.0

559.0

597.0

635.0

673.0

-

-

25.0

32.0

38.0

51.0

64.0

76.0

89.0

102.0

127.0

152.0

203.0

254.0

305.0

356.0

406.0

457.0

508.0

559.0

610.0

660.0

771.0

762.0

813.0

864.0

914.0

25.0

25.0

38.0

38.0

38.0

38.0

38.0

51.0

64.0

64.0

76.0

102.0

89.0

102.0

127.0

152.0

165.0

178.0

203.0

229.0

254.0

267.0

267.0

267.0

267.0

267.0

267.0

48.0

43.0

56.0

70.0

83.0

106.0

132.0

159.0

184.0

210.0

262.0

313.0

414.0

515.0

619.0

711.0

813.0

914.0

1016.0

1118.0

1219.0

-

-

41.0

52.0

62.0

81.0

100.0

121.0

140.0

159.0

197.0

237.0

313.0

391.0

467.0

533.0

610.0

686.0

762.0

838.0

914.0

76.0

57.0

76.0

95.0

114.0

152.0

191.0

229.0

267.0

305.0

381.0

457.0

610.0

762.0

914.0

1067.0

1219.0

1372.0

1524.0

1676.0

1829.0

51.0

64.0

76.0

102.0

127.0

152.0

178.0

203.0

254.0

305.0

406.0

508.0

610.0

711.0

813.0

914.0

1016.0

1118.0

1219.0

34.93

42.86

50.8

63.5

73.2

92.08

104.78

127

139.7

157.16

185.74

269.88

323.85

324.0

381

412.75

469.9

533.4

584.2

692.15

692.15

50.8

50.8

50.8

50.8

50.8

63.5

63.5

63.5

76.2

76.2

76.2

88.9

101.6

127.0

152.4

152.4

152.4

152.4

152.4

152.4

152.4

76.2

76.2

101.6

101.6

101.6

152.4

152.4

152.4

152.4

152.4

203.2

203.2

203.2

254.0

254.0

305.0

305.0

305.0

305.0

305.0

305.0

21.3

26.7

33.4

42.2

48.3

60.3

73.0

88.9

101.6

114.3

141.3

168.3

219.1

273.1

323.8

355.6

406.4

457.2

508.0

559.0

610.0

660.0

711.0

762.0

813.0

864.0

914.4

1/2

3/4

1

1.1/4

1.1/2

2

2.1/2

3

3.1/2

4

5

6

8

10

12

14

16

18

20

22

24

26

28

30

32

34

36

15

20

25

32

40

50

65

80

90

100

125

150

200

250

300

350

400

450

500

550

600

650

700

750

800

850

900



SOCKET WELD FITTING TO ANSI B-16.11

MC

D

K

HALF COUPLING

P
D

C M

CAP

M C

D

L

N

UNION

MC

DOD

COUPLING

C

D O D

M

REDUCER

C

D

A

90  ELBOW0

AD

CB

TEE

D
B

C

P

45  ELBOW0

B

(DIMENSIONS IN MM)

BUSHING

D

E

PIPE CAP

K

H

G

H

COUPLING
F

L

UNION

D

HEX HEAD 
PLUG

B C

0 45 ELBOW

A

B

TEE

B

A

090  ELBOW

DIMENSIONS AND OTHERS SPECIFICATIONS AS PER CUSTOMERS REQUIREMENTS ARE AVAILABLE ON REQUEST

NOM.

K JA
max.

B
max.

L M N P Q C
min. min.

D
min.
O

max.
O A B M K N

NOM.

An ISO 9001:2008 Certified Co. 
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THREADED TO ASA B 2.1
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FORGED STEEL OLETS FITTINGS 

Applicable Run Pipe Sizes are From out-Let to 36"
For the 3000# and 6000# Sockolets and Thredolets, Inside Bore, Thread, Socket Bore and Socket depth Dimensions are According to ANSI B16.11
Pipe Schedule Numbers and Weight Designation are in Accordance With ANSI B36.10
When Ordering Sockolets and Thredolets, Include The Quantity, Run and Olet Size, Item And Rating(or Schedule Number)and Material  

3000#, 6000#

             ½ 25.4 31.8 34.9 44.5 23.8 19.1

3/4 27.0 36.5 44.5 50.8 30.2 25.4

1 33.3 39.7 54.0 61.9 36.5 33.3

11/4 33.3 41.3 65.1 69.9 44.5 38.1

11/2 34.9 42.9 73.0 82.6 50.8 49.2

2 38.1 58.7 88.9 103.2 65.1 69.9

21/2 46.0 - 103.2 - 76.2 -

3 50.8 - 122.2 - 93.7 -

4 57.2 - 152.4 - 120.7 -

A B

3000# 6000#

COlets
Size 3000# 6000# 6000#3000#

3000#, 6000#

Applicable Run Pipe Sizes are From Olet to 36"
For the 3000# and 6000# Sockolets and Thredolets, Inside Bore, Thread, Socket Bore and Socket depth Dimensions are According to ANSI B16.11
Pipe Schedule Numbers and Weight Designation are in Accordance With ANSI B36.10
When Ordering Sockolets and Thredolets, Include The Quantity, Run and Olet Size, Item And Rating(or Schedule Number)and Material  

                ½ 25.4 31.8 34.9 44.5 23.8 19.1

3/4 27.0 36.5 44.5 50.8 30.2 25.4

1 33.3 39.7 54.0 61.9 36.5 33.3

11/4 33.3 41.3 65.1 69.9 44.5 38.1

11/2 34.9 42.9 73.0 82.6 50.8 49.2

2 38.1 52.4 88.9 103.2 65.1 69.9

21/2 46.0 - 103.2 - 76.2 -

3 50.8 - 122.2 - 93.7 -

4 57.2 - 152.4 - 120.7 -

SOCKOLETS

THREADOLETS

A B

3000# 6000#

COlets
Size 3000# 6000# 6000#3000#

FORGED STEEL OLETS FITTINGS - SOCKOLETS, 

WELDOLETS, THREDOLETS
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FORGED STEEL OLET FITTINGS 

3000#, 6000#

Applicable Run Pipe Sizes are From Olet to 36"
For the 3000# and 6000# Sockolets and Thredolets, Inside Bore, Thread, Socket Bore and Socket depth Dimensions are According to ANSI B16.11
Pipe Schedule Numbers and Weight Designation are in Accordance With ANSI B36.10
When Ordering Sockolets and Thredolets, Include The Quantity, Run and Olet Size, Item And Rating(or Schedule Number) and Material  

WELDOLETS - STD (SCH. 40), XS (SCH 80)

0
37.5

A B COlet
Size STD XS

½ 19.1 19.1 34.9 34.9 23.8 23.8

3/4 22.2 22.2 44.5 44.5 30.2 30.2

1 27.0 27.0 54.0 54.0 36.5 36.5

1 1/4 31.8 31.8 65.1 65.1 44.5 44.5

1 ½ 41.3 41.3 73.0 73.0 50.8 50.8

2 38.1 38.1 88.9 88.9 65.1 65.1

2 ½ 41.3 41.3 103.2 103.2 76.2 76.2

3 44.5 44.5 122.2 122.2 93.7 93.7

4 50.8 50.8 152.4 152.4 120.7 120.7

5 57.2 57.2 179.4 179.4 141.3 141.3

6 60.3 77.8 215.9 225.4 169.9 169.9

8 69.9 98.5 263.5 292.1 220.7 220.7

10 77.8 93.7 322.3 323.9 274.7 265.1

12 85.7 103.2 377.8 379.4 325.4 317.5

14 88.9 100.0 409.6 431.8 357.2 350.8

16 93.7 106.4 463.6 466.7 408.0 403.2

18 96.8 111.1 520.7 523.9 458.8 455.8

20 101.6 119.1 571.5 582.6 508.0 509.6

24 115.9 139.7 689.0 708.0 614.4 638.2

26 119.1 146.1 736.2 765.2 666.8 692.2

STD XS STD XS

FORGED STEEL OLETS FITTINGS - SOCKOLETS, 

WELDOLETS, THREDOLETS
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DIMENSIONS OF FORGED FLANGES ANSI B 16.5

Length t hrough Hub

Length t hrough Hub
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Stainless Steel : ASTM A312 TP 304/ 304L/ 304H/ 316/ 316L/ 

317/ 317L/ 321/310/ 347/ 904L etc.

Carbon Steel : ASTM A53 GR. B/ A105 GR./A106 GR. B/ API 5L 

GRADE B/ API 5L GR.X42/46/52/56/60/65/70 , etc.

Low Temperature, Carbon Steel :  A333 Gr.3/ Gr.6  etc.

Alloy Steel :  ASTM A335 GR. P1/ P5/ P9/ P11/ P22/ P91 etc. 

Nickel Alloys : Monel, Nickel, Inconel, Hastalloy, Titanium, 

Tantalum, Bismuth, Aluminium, High Speed Steel, Non Ferrous 

Metal: Copper, Brass, Bronze, Zinc, Lead etc.  

Types : Round , Square, Rectangular.

Size : Upto  24” NB. (Seamless & Welded)

Wall Thickness : Sch. 5S to Sch. XXS

Weight of Stainless Steel Pipe

O.D. (mm) - W. Thick (mm) X W. Thick (mm) X 0.0248= Wt. Per Mtr 

O.D. (mm) - W. Thick (mm) X W. Thick (mm) X 0.00756= Wt. Per Feet
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Nominal Bore Outside Diameter Schedule 5S Schedule 10S

mm INCH mm Wt Weight Wt Weight Wt Weight Wt Weight Wt Weight Wt Weight

mm (Kg/mt) mm (Kg/mt) mm (Kg/mt) mm (Kg/mt) mm (Kg/mt) mm (Kg/mt)

Schedule 40S Schedule 80S Schedule 160S Schedule XXS

3 1/8 10.3 1.24 0.276 1.24 0.28 1.73 0.37 2.41 0.47 - - - -

6 1/4 13.7 1.24 0.390 1.65 0.49 2.24 0.631 3.02 0.80 - - - -

10 3/8 17.1 1.24 0.490 1.65 0.63 2.31 0.845 3.20 1.10 - - - -

15 1/2 21.3 1.65 0.800 2.11 1.00 2.77 1.27 3.75 1.62 4.75 1.94 7.47 2.55

20 3/4 26.7 1.65 1.03 2.11 1.28 2.87 1.68 3.91 2.20 5.54 2.89 7.82 3.63

25 1 33.4 1.65 1.30 2.77 2.09 3.38 2.50 4.55 3.24 6.35 4.24 9.09 5.45

32 1.1/4 42.2 1.65 1.65 2.77 2.70 3.56 3.38 4.85 4.47 6.35 5.61 9.70 7.77

40 1.1/2 48.3 1.65 1.91 2.77 3.11 3.68 4.05 5.08 5.41 7.14 7.25 10.16 9.54

50 2 60.3 1.65 2.40 2.77 3.93 3.91 5.44 5.54 7.48 8.74 11.1 11.07 13.44

65 2.1/2 73.0 2.11 3.69 3.05 5.26 5.16 8.63 7.01 11.4 9.53 14.9 14.2 20.39

80 3 88.9 2.11 4.51 3.05 6.45 5.49 11.30 7.62 15.2 11.1 21.3 15.24 27.65

100 4 114.3 2.11 5.84 3.05 8.36 6.02 16.07 8.56 22.3 13.49 33.54 17.12 41.03

125 5 141.3 2.77 9.47 3.40 11.57 6.55 21.8 9.53 31.97 15.88 49.11 19.05 57.43

150 6 168.3 2.77 11.32 3.40 13.84 7.11 28.3 10.97 42.7 18.2 67.56 21.95 79.22

200 8 219.1 2.77 14.79 3.76 19.96 8.18 42.6 12.7 64.6 23.0 111.2 22.23 107.8

250 10 273.1 3.40 22.63 4.19 27.78 9.27 60.5 12.7 96.0 28.6 172.4 25.40 155.15

300 12 323.9 3.96 31.25 4.57 36.00 9.52 73.88 12.7 132.0 33.32 238.76 25.40 186.97

350 14 355.6 3.96 34.36 4.78 41.3 11.13 94.59 19.05 158.08 35.71 281.70 - -

400 16 406.4 4.19 41.56 4.78 47.29 12.7 123.30 21.41 203.33 40.46 365.11 - -

450 18 457.2 4.19 46.80 4.78 53.42 14.27 155.80 23.8 254.36 45.71 466.40 - -

500 20 508.0 4.78 59.25 5.54 68.71 15.09 183.42 26.19 311.2 49.99 564.68 - -

600 24 609.6 5.54 82.47 6.35 94.45 17.48 255.41 30.96 442.08 59.54 808.22 - -

650 26 660.4 7.92 129.40 9.53 155.32 12.70 205.97 - - - -

700 28 711.2 7.92 139.47 9.53 167.44 12.70 222.13 - - - -

750 30 762.0 6.35 120.15 7.92 149.55 9.53 179.56 12.70 238.28 - - - -

800 32 812.8 - - 7.92 159.62 9.53 191.69 12.70 254.44 - - - -

850 34 863.6 - - 7.92 169.64 9.53 203.74 12.70 270.50 - - - =

900 36 914.4 - - 7.92 179.77 9.53 215.93 12.70 286.75 - - - -
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Stainless Steel Coils, Sheets & Plates as per ASTM A 240 Gr. TP 304, 

304L, 304LN, 309, 309S, 309H, 310S, 310H, 316, 316L, 316H, 316LN, 

316TI, 317, 317L, 321, 321H, 347, 347H, 348, 348H, 409, 410, 420, 

430 etc.

Alloy Steel Plates as per ASTM A 387 Gr. 2, 5, 9, 11, 12 & 22 in class 1 & 

2, ASTM A 204, Gr. A & B, DIN 17175 Gr. 15Mo3 & 16Mo3 with IBR Test 

Certificate.

High Nickel Alloy : Monel, Nickel, Inconel, Hastalloy, Copper, Brass, 

Bronze, Brass, Titanium, Tantalum, Bismuth, Aluminium, High Speed 

Steel, Zinc, Lead, etc.

Types :  Sheet, Plates, Strips, etc. 

SHEETS

Thickness : 

0.1mm & above

PLATES

Thickness :

3 mm & above

COILS

Thickness :

0.01 mm to 12 mm

Weight of Stainless Steel Sheets & Plates

Length (Mtrs) X Width (Mtrs) X Thick (mm) X 8 = Weight per PC

Length (Feet) X Width (Feet) X Thick (mm) X 3/4 = Weight per PC
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Widely used, corrosion resistant, heat resistant, good 
mechanical properties in low temperature, no heat 
treatment hardening, weak magnetism.

Series Grades Characteristics Applications

304
Home kitchen utensils, chemical industry, medical 
apparatus, building material and decoration. 

Petroleum equipment, chemical equipment, 
building material, heat resistant parts and 
the parts are difficult to heat treatment.

Trains, aircrafts, vehicles, springs.

Basic
304L

Better intergranular corrosion resistance, can be heat 
treated after welding.

High

Tensile 

Strength

301

Low content of Cr and N than 304 grade, It's strength, 
hardness and magnetism can be increased by cold 
working.

Frame and crust parts of train.301L*
Improving, intergranular corrosion resistance by 
decreasing content and increasing N content from 301 
grade. Austenitic

Series
Deep

Drawing

304Cu Better formability than 304 grade by addition of cu, 
suitable for deep drawing.

Domestic appliances.

304Ni8.5 Better formability than 304 grade by increasing Ni content, 
suitable for deep drawing. 

Domestic appliances.

304Ni9 Better formability than 304 grade by increasing Ni content, 
suitable for deep drawing. 

Domestic appliances.

High

Corrosion

Resistance

316*
Better formability than 304 grade in sea water and other 
corrosive solutions, higher heat-resistance, good cold 
work hardening and performance, no magnetism.

Chemical industry, food processing equipments, 
coastal installations. 

316L
Compare with SUS316, has better intergnanular 
corrosion resistance and water heat-resistance, no 
magnetism.

Chemical industry, food processing 
equipments used in severe corrosive  
condition, costal installations used.

321
Intergranular corrosion resistance, heat resistant, heat 
resistant, good formability and weldability, anti-oxidizing 
in high temperature.

Jet engine parts, heat exchanger, boiler 
cover, chemical devices.

Basic 430
Typical ferritic, stainless steel grade, low thermal 
extensibility, good formability and antioxygenic property.

Heat-resistance utensils, combustion 
devices, domestic appliance, kitchen utensils 
category, building decorating material.

Weldable

and 

Corrosion

Resistant

exhaust system of automobiles
409L

good formability and weldability, antioxygenic property in 
high temperature.

436L*
good corrosion resistance, formability and weldability, 
corrosion resistant to condensates in exhaust piping of 
automobiles.

Automobiles exhaust piping, boiler.

444*
good corrosion resistance, formability and weldability, 
compare with 316L, has better stress corrosion 
resistance and spot corrosion resistance.

Water heater, water tank, automobile, 
exhaust piping.

Ferretic

Series

Martensite
Series

Basic 420J2*
High post-quenching strength, suitable for wearable 
parts.

Knief, pipe nozzles, valves, metal rules and 
cooking utensils.
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Weight of Stainless Steel Round Bar

Dia (mm) X Dia (mm) X 0.00623 = Wt. per Mtr.

Dia (mm) X Dia (mm) X 0.0019 = Wt. per Feet

Weight of Stainless Steel Square Bar

Dia (mm) X Dia (mm) X 0.00788 = Wt. per Mtr.

Dia (mm) X Dia (mm) X 0.0024 = Wt. per Feet

Weight of Stainless Steel Hexagonal Bar

Dia (mm) X Dia (mm) X 0.00680 = Wt. per Mtr.

Dia (mm) X Dia (mm) X 0.002072 = Wt. per Feet

Weight of Stainless Steel Flat Bar

Width (mm) X Thickness (mm) X 0.00798 = Weight per Mtr.

Width (mm) X Thickness (mm) X 0.00243 = Weight per Feet

Stainless Steel Bars as per ASTM A 276, A314, A582, A479, & A 484 

Gr. TP 304, 304L 304H, 304LN, 309, 309S, 309H, 310S, 310H, 316, 

316L, 316H, 316LN, 316TI, 317, 317L, 321, 321H, 347, 347H, 348, 

348H,409, 410, 420, 430, 440 etc.

Alloy Steel Bars as per ASTM A 182 Gr. F1, F2, F5, F9, F11, F12, F22, 

F91 etc.

Carbon Steel Bars as per ASTM A105 & IS 2062 Gr. A & B.

Types :  Round Bar, Hex Wires & Square

16
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Product Range

ASTM A182 Alloy Steel Round Bar Chemical & Physical Properties

Stainless Steel Bright Bars (Cold Drawn)

Stainless Steel Hexagon & Square Bars Stainless Steel Cold Heading Wires

STAINLESS STEEL BRIGHT BARS (PEELED/TURNED)
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We provide a fine quality Stainless Steel Angles. Our steel angles are available in 

various dimensions, grades and sizes. These stainless steel angels are renowned 

for their easy installation, durability and they are resistant to corrosion. The 

stainless steel angles find their application in multi-storied building, fastening 

industry, construction industry, fabrication and bridges and overhead cranes. In 

addition, we provide customization service to our clients at affordable rates.

Stainless Steel Angle

Our firm offers an immaculate range of Stainless Steel Channel And Angle which 

are extensively used in various industrial & commercial applications. In order to 

meet the multifarious requirements of our clients, we offer these Channels in 

different shapes and sizes. These are well known amongst our clients for their 

attributes such as dimensional accuracy, corrosion resistance, and durability. 

Furthermore, we also provide customization of these products as per the specific 

requirements of our clients. Some of the grades in which these channels are 

available, include:

B

H

t2

t1

r1

r2

095

Stainless Steel U Channel

Flats

Circles

We offer quality Industrial Stainless Steel Circles manufactured by using quality 

stainless steel in our state-of-the-art manufacturing unit. These stainless steel 

circles are designed to meet the industrial and international standards. Many of 

our customers are in favour of our products due to its various features such as 

durability, robust construction and abrasion resistance. Moreover, our stainless 

steel circles are preferred as there is no alternative available in the entire global 

market. These are widely availed for its various applications, utensils, trays, 

spoons, bowls and are available in ready stock at a very nominal price.

* 201, 202, 304, 304l, 316, 316l, 317l, 321, 347h, 310, 409, 409l, 410, 430

Some of the key attributes of our Channels are follows:

* High material strength

* Dimensional accuracy

* Corrosion resistance

* Operational excellence

The stainless steel flats that we source are strictly in conformance with the 

industry specifications. Clients can avail these stainless steel flats in various sizes 

and thickness as per their requirements. These flats are extensively used for 

industrial applications as these are durable, corrosion resistant, dimensionally 

accurate and withstand excessive wear & tear.





Major Clients

Third Party Inspection

An ISO 9001:2008 Certified Co. 

STEEL (INDIA) CLIENTELE

We also accept Third Party Inspection from the following Agencies
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Purchase Order



Chemical & Fertilizers

Sugar Industries

Pharmaceuticals

Food & Beverages

Automobile Industries

Cement Industries

Refineries

Oil & Gas Industries

Engineering

Power Engineering

APPLICATION INDUSTRIES



Exporters, Importers, Manufacturers & Suppliers in :

Stainless Steels, Carbon Steel , Alloy Steel , Copper , Brass, Inconel, Monel, Nickel, Aluminium, 

Pipes, Pipe Fittings, Square & Rectangular Tubes, Rods, Plates, Sheets & Coils etc.

 

s s s

59, Damini Sadan, Shop No. 10, 
N. D. Road, Near C. P. Tank, 
Mumbai - 400 004.

www.simonsteelindia.com
www.ssindia.net
www.pipefittings-flanges.com

Tel.: +91 22 6743 7266  Telefax : 2388 4575
Mob.: +91 98922 44061 / 99200 25610
E-mail : simonsteel@vsnl.net 
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